HANG YOUR DEER

YOU CAN HANG YOUR DEER BY THE BACK LEGS OR BY THE ANTLERS.
FOR THIS DEMONSTRATION WE'LL HANG IT BY ITS BACK LEGS.

CUT A HOLE

USE A KNIFE TO CUT A SMALL HOLE IN THE DEER'S THIGH. IT SHOULD
BE JUST BIG ENOUGH TO FIT THE NOZZLE OF THE AIR COMPRESSOR

INSERT NOZZLE

INSERT THE AIR COMPRESSOR NOZZLE INTO THE HOLE YOU MADE. IF
YOU MAKE THE HOLE TOO BIG YOU'LL HAVE TO PUT A CLOTH AROUN
THE NOZZLE TO MAKE IT AIR-TIGHT. S

TURN ON AIR U'-'-

TURNING ON THE COMPRESSOR FORCES AIR UNDER
THE DEER'S SKIN AND SEPARATES [T FROM THE MEAT.

REPEAT AS NEEDED

FEEL ALONG THE DEER'S SKIN AND MAKE SURE IT'S LOOSE. IF
SOME PARTS ARE STILL STUCK, CUT ANOTHER HOLE OR TWO
NEAR THOSE SPOTS AND USE THE AIR COMPRESSOR AGAIN.

SKIN THE DEER

USE A KNIFE TO CUT THE SKIN ALONG THE DEER'S BACK LEGS.
THE REST OF THE SKIN SHOULD BE VERY LOOSE FROM THE AIR
COMPRESSOR. THEN PULL AND PEEL THE SKIN DOWNWARD, USING
YOUR KNIFE TO CUT THROUGH ANY SPOTS THAT MIGHT BE STUCK.

Quincy

COoMPRESSOR
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